Roat! turwll (SW) wdon

e oot i)

S DEC_ W

SEE TABLE OF POST

SPACING ON STD DWG SW 4B.

GALVANIZED
LIFTING DEVICE
SYSTEM

ISHED GRADE

FIN
(EMBANKMENT SIDE)

60°
MINIMUM

2'-4"TYP

.

FINISH CONCRETE FLAT
AT REQ'D ELEVATION TO
PROVIDE BEARING FOR
WALL PANELS

©

ot

| |
¢ POST N ¢ POST
| "l
| |
-T- -T-
” |
NOISE WALL PANELS (TYP.)

2 1 X 50|
o <n < ha
T|o—a | i |

wo L

x=Zz ‘ < ju ‘

o . |w

= | S
= >
— \ clE \
L 6N R ERi
‘ RETAINING/NOISE WALL PANEL —|Z
. EJ > \ X (Tvp) w3 \
N Fﬂz% | =z | >
\‘ 2;4 o|Z
| 3ga | =R
£HEz2 ! 11, DIA. WEEP == |
== ‘ HOLES (TYP « ‘
8]
=1 _ 2
‘ ZfLEVEL
\ (TYP) .
| o
| =
! <
| 2
| S
‘ L
AL AL
e A
| |
TYPICAL ELEVATION
1'-3”TYPE I & 11 POSTS
17-6" TYPE 111 POST |

WWF 6 X
CENTER 1IN

6—

PLACE COMPOSITE DRAINAGE
MATERIAL AND FILTER FABRI
FROM THE TOP OF FINISHED

GRADE TO THE BOTTOM OF PANEL

6" FREE DRAINING
GRANULAR BACKFILL
BORROW

FILL HOLE AROUN
WITH CONCRETE
CLASS B(AE)

GRADE TO DRAIN : 6" | l
AWAY FROM WALM = }

W8 x w8
PANEL N

//47PDST

H?2
PRECAST NOISE

5”(TYP)
_
WALL PANEL
== SEE
> [ DETAIL"A” = | _
N pd Cl n
W= e 11" pIA | <
o|ofie WEEP HOLE ™| 9
C <
>[4 I g
~ [we ;
lﬁ? ¥ FINISHED
=N GRADE

6.

]
EMBEDMENT"E”
T

D POST 44//&

RIS

tPANEL

WALL PANEL

EMBANKMENT SIDE MARK
THIS SIDE TO MAKE
SURE IT IS PLACED
AGAINST EMBANKMENT

L

4'=0"(TYP)

RETAINING/NOISE WALL PANELS
WALL PANEL

(TYP)

|
[
|
[
|
‘ EXISTING
‘tz%é;;:GRDUND
[
|
[

FILTER FABRIC

6"

LIFTING DEVICE DETAIL

BOTTOM DF‘Q/
PANEL

RETAINING/NOISE —

TN

5

~

[, —FRONT FACE

1"”CLEARANCE

FIVE #4 LONGITUDINAL
BARS AS SHOWN

WWF 3 x 6— W16 x W16

"

DETAIL

TYP

l‘#"

(RETAINING/NOISE WALL PANEL ONLY)

COMPOSITE DRAINAGE
MATERTAL

EMBANKMENT
SIDE

DO NOT CHAMFER
VERTICAL EDGES

OF PANELS B

% / " ‘\\>>
POST 1 12" DIA. WEEP HOLES

r

SECTION C-C

34" x 9” x 3" ELASTOMERIC BEARING PAD
FASTEN TO EACH END OF

(60 HARDNESS).

LOWER PANEL WITH CONSTRUCTION ADHESIVE.

EDGE OF|
PANEL

—1"DIA. BACKER ROD
FULL LENGTH OF EACH
JOINT TYPICAL

BEARING DETAIL

AR .4
RELAK
e "
T 12" GRAVEL
2'-0"DIA (TYP) TYPE I & II POSTS
2'-6"DIA (TYP) TYPE IIl POST

TYPICAL SECTION

L4
K %

34" CHAMFER —<x
(TYPICAL AT
HORTZONTAL
EDGES ONLY)

SECTION A-A

NOTES:
1.

CHAMFER EXPOSED CONCRETE CORNERS AS SHOWN.

2. PROVIDE 2"

COVER TO REINFORCING STEEL EXCEPT
WHERE NOTED OTHERWISE.

3. SEE ROADWAY PLANS FOR LOCATION AND HEIGHT OF
PRECAST RETAINING/NOISE WALL.

4. ALL PANELS ARE

11

5. SEE STD DWG Sw 2

FOR ADDITIONAL PLACEMENT

DESIGN DATA

AASHTO GUIDE SPECIFICATIONS FOR STRUCTURAL DESIGN OF SOUND BARRIERS.
4A(AE) f'c= 5,000 psi; fs
B(AE) f'c= 2,500 psi
Ib./Ft3

CONCRETE CLASS
CONCRETE CLASS

EARTH PRESSURE = 36

1” DIA BACKER ROD
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THICK.

“NOISE WALL PLACEMENT AREA”

INFORMATION.

(REINF.)= 24,000 psi;
(FOR HOLES AROUND POSTS ONLY)
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